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Inside opening view

of hinge jamb
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If even spacing of jamb 

anchors results in anchors 

between 36 1/2" and 42-1/2", 

that anchor moves out of this 

area to accommodate 

latching for for the WS panic. 

On this 3070 example the 

anchor location moves up to 

42-1/2" as shown.

Jamb anchor spacing adjusts 

with size of frame to target 

even spacing.
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48 (represents 6'0" to 8'0" wide pairs)

Typical

TypicalTypical

Typical DF

DFDF

DF EMA

EMAEMA

EMA anchor

anchoranchor

anchor locations

locationslocations

locations

Heavy lines designate locations for EMA anchors largest and smallest openings in concrete wall with 3-1/8" edge distance.

- Quantities for CMU block increase by 1 in heads and 2 in jambs compared to shown, keeping approximately even spacing.

- Shutters add sill anchors and use similar locations. Reduce quantity in jambs by 1 compared to shown if 6'4" opening size or less.

Showing 3070 frame with 3/4" undercut as the default to accommodate a 1/2" ADA saddle threshold. Anchor locations may be adjusted 

by the factory and upon request to optimize locations / to avoid hardware/reinforcement preps within limits set by PE signed reports.
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Dimpled for 3/8" tapered flat head bolt. 

Can be filled and dressed smooth.
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